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Designation CD50

Part number
White: V-40V0050-031 
Black: V-40V0050-032

Power 1-50W (cos    =1) 

Voltage 220-240V

Input current 0.22A

Switching type Double-pole

Function Rotary trailing-edge dimming

ON/OFF Dial click

Operating temperature -20°C to +40°C

Tc max 43°C

Colour
Matte white (RAL 9016) 
Matte black (NCS 9500)

Casing material PC

Connection Screw-based terminal block (max. 2.5mm²)

Transient protection Yes, 2kV

Overload protection Yes, automatic reset

Overheating protection Yes, 115° automatic reset

Short-circuit protection Yes, automatic reset

Soft start No

Working humidity <90% RH non-condensing

Casing classification IP20

Manufacturing standards
EN 55015:2013, EN 61547:2009, EN 60699-1:1999+ 

A1+A2, EN 50581:2012, EN 55015:2013+A1, 
EN 60699-2-1:2004+A1+A12

Certifications CE

Cable dimmer CD50

Technical specification

Visiting-/postal address:

Hilma Anderssons gata 15
421 31 Vastra Frolunda

Phone:

+46 (0)31-23 56 00
Email:

info@vadsbo.net
order@vadsbo.net

Webbsite/Facebook:

www.vadsbo.net
facebook.com/Vadsbo
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